
Data sheet 6AV6574-1AA04-4AA0

service set Mobile Panel service set for Mobile Panels 177/277, scope of supply: 1 
blanking plug, 2 heavy-gauge threaded joints A-box, 1 set of screws cover A-box, 2 
terminal boxes 12-pole, 1 plug 3-pole, 1 blanking cap A-box, 2 sealing corners, 2 
O-rings, 4 decorative foils

Standards, approvals, certificates

CE mark Yes
Ambient conditions

Ambient temperature during storage/transportation
● min. -20 °C
● max. 70 °C

Relative humidity
● Operation, max. 95 %

Scope of supply

Delivery quantity in pieces
● Parts per unit 1; Content: 1x blanking plug, 2x PG cable gland A-box, 1x screw set cover A-

box, 2x 12-pin terminal box, 1x 3-pin terminal box, 1x dummy cap A-box, 2x 
corner seal l/r and O-ring, 4x decorative film corner seal l/r

Other

Merchandise No
Manufacturer name SIEMENS AG
Manufacturer's address Gleiwitzerstraße 555, 90475 Nuremberg, Germany
Target devices For Mobile Panel 170, Mobile Panel 177

Classifications

Version Classification

eClass 16 27-33-02-92

eClass 14 27-33-02-92

eClass 12 27-33-02-92

eClass 9.1 27-33-02-92

eClass 9 27-33-02-92

eClass 8 27-24-92-03

eClass 7.1 27-24-92-03

eClass 6 27-24-92-03

ETIM 10 EC002584

ETIM 9 EC002584

ETIM 8 EC002584

ETIM 7 EC002584

IDEA 4 3552

UNSPSC 15 32-15-17-03

Approvals / Certificates

General Product Approval
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Manufacturer Declara-
tion

Further information
Usable in the following products: Detailed information can be found in the cross-list, which is available for download in the following SIOS 
note: 40466415

last modified: 5/22/2024

6AV65741AA044AA0
Page 2/2 7/8/2026

Subject to change without notice
 © Copyright Plcjet

https://www.plcjet.com/?s=6AV6574-1AA04-4AA0

https://www.plcjet.com/?s=6AV6574-1AA04-4AA0
https://www.plcjet.com/?s=6AV6574-1AA04-4AA0
https://www.plcjet.com/?s=6AV6574-1AA04-4AA0

